
FSC 
I Carbon Fiber Fabric 

FIDTRONG's FSC Ca「bon Fiber Fabric, woven from st「ong 12k O「 24k

carbon fiber yarns, provides high strength and rigidity, suitable for 

many structural uses. Its features like corrosion resistance, flexibility, 

and dimensional stability add to its e仔ectiveness. Its durability makes 

it a sustainable choice in construction. 

Specifications 

Fab「ic weight 

Roll length 

Roll width 

f「om 100 g/m2 to 800 g/m2 as requirement 

50 m or 100 m or cut to size 

100 I 200 I 300 I 600 mm depending on type 

Tensile Strength （节be「 yarn) >4900MPa Tensile Modulus (GPa) >240 

The commonly offered specifications 

Item 

FSC200 

FSC230 

FSC300 

FSC530 

FSC600 

Process Steps 

且且�e Preparation 

Tensile Strength (Fiber Yarn) 

>5500MPa

>5500MPa

>5500MPa

>5500MPa

>5500MPa 

l斟酌创』l

Lay。u企and Line Positioning 

Tensile Strength (Fabric) Elongation 

>1.7%

>1.7%

>1.7%

>1.7%

>1.7%

>4000MPa

>4000MPa

>4000MPa

>3800MPa

>3800MPa >1.7%

·自引
Epoxy preparation Carbon Fiber Installation 
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Add: No. 111, Fengpudadao Rd., Shanghai, China 

Email: info@fldstrong.com 

Elongation >1.7% 

Length/Roll Widths 

100 meter/roll 10/20/30/50cm 

100 meter／「oll 10/20/30/50cm 

100 meter/roll 10/20/30/50cm 

50 mete「／「oll 30/50cm 

50 meter／「oll 30/50cm 

c。csolid时，on and Curing Finishing and Surface Protection 
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